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SECTION (2 NOTES
~ SCALE (A1) 1:50 - NUTES
EL 506.37 i = = E= <
! i i I 1. ALL DIMENSIONS ARE IN mm AND LEVELS ARE IN M UNLESS SPECIFIED OTHERWISE.
| | | I <
! “ “ = e = = r 2. COMPRESSIVE STRENGTH OF CONCRETE AT 28 DAYS SHALL BE M-20.
l | | (. T T T T e
10060 \\_ ! ! ! ! S 3. CONCRETE MIX. FOR THE ABOVE TWO GRADES SHALL CONFIRM TO IS : 456,
| | | |
e /e i i i i “ “ G0 4. MINMUM CONCRETE COVER TO REINFORCEMENT SHALL BE 75mm FOR CONCRETE
' T ' | | DEPOSITED AGAINST THE GROUND AND 50mm FOR OTHER SURFACES.
| |
“ “ 5. MATERIALS:
H H (A) REINFORCEMENT STEEL : FY = 415 MPa
24,305 —
6. DEVELOPMENT LENGTH FOR REINF. BARS SHALL BE 50 TIMES THE DIA. OF BAR.
7. LAP LENGTH FOR REINFORCEMENT BARS SHALL BE 40 TIMES THE DIA. OF BAR.
SECTION 3/ 8. THIS DRAWING SHALL BE READ IN CONJUNCTION WITH THE DRAWING NOS.
SCALE (A1) 1:100 //H\ 56155-C3702, (3728 AND (3742,
9. FOR GENERAL NOTES REFER DRAWING NO. 56155-C300%.
10. COORDINATES AND ELEVATIONS OF PENSTOCK ALIGNMENT ARE AT CENTRE LINE.
11. STEEL REINFORCING BARS SHALL BE OF fe 415 GRADE.
SCALE 1: 100 L S
050 0 050 100 150 200 250m 12. STIFFENERS AROUND BEND FERRULE NOT SHOWN.
SCALE1:50 e b REINFORCEMENT AROUND PENSTOCK LINES TO BE PLACED CLEAR OF STIFFENERS.
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